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) 4 LC/SC Fiber Optic

g/ ?',, Patch Cable, OM4

The equip®Fiber Optic Adapter Cable is made of superior materials to ensure an
insertion loss, return loss, and endface geometry connection. The Fiber Optic Patch
Cord series comes with a comprehensive collection of lengths and connectors to

fulfill your demand for the deployment.

Fiber mode Multi Mode - Duplex multi-mode fiber optic cable
Type LC/SC - Connector: Ceramic Ferrule
Core Diameter 50/125 um - Cable Spec: I-VH 2 x 1G
- OM4 =50/125my
| - Low Smoke Zero Halogen (LSZH/LSOH)
- Cabile jacket color: Violet
- Each cable includes a measure protocol
Length (meter) PN
0.5 255539 |
255531 - 1 x LC/SC Fiber Optic Patch Cable, OM4
2 255532
3 255533
5 255535 E
10 255536 c €
|
15 255537

20 255538



DUPLEX FIBER OPTIC CABLE LC-SC 50/125 OM4 LSZH

SC 2.0mm Connector
LC 2.0mm Connector

Black heat shrink tube Black heat shrink tube
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\ \2.0mm Cable / o 7
Beige housing White boot Beige boot Beige housing
18+2cm ! - 18+2cm
| ength
Specifications:
Fiber Mode MM
Type LC-SC
Cable Diameter(mm) d 20
Cable Color Purple
Core Diameter(um) 50/125
Insertion Loss(dB) <0.25
Return Loss(dB) >20
T Operating Temperature(’'C) -20~+70
. Storage Temperature (°C) -20~+70
Out jacket LSZH

Tight buffer fiber
Aramid yarn
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