


























Custom Programming Guide

Note: Press “M” and “T” simuitaneously for 5s, the buzzer beeps once and the “S-1"is dispiayed. You have enter the setting menu
successfully. The setting process wiil exit automatically if no action for 10s. You can cancel the unsaved settings by pressing “T”.

+ Minimum & Maximum Height Settings

To set a minimum height limit

1.Press “M” and “T” simultaneously for 5s, the buzzer beeps once and the “S-1" is displayed.
2.Press “M” once, then press “UP”/“DOWN” to set your desired min. height.

3.Press “M” to save. “L-S” will be displayed if successfully save while “L-F” shows fail

Note: Default min. height is 62cm(24.4”), and the adjustable range is 62-118cm(24.4°~46.4").

To set a maximum height limit

1.Press “M” and “T” simultaneously for 5s, the buzzer beeps once and the “S-1” is displayed.
2.Press “UP”/“DOWN” and switch to “S-2”

3.Press “M” once, then press “UP”/“DOWN” to set your desired max. height.

4.Press “M” to save. “H-S” will be displayed if successfully save while “H-F”shows fail.

Note: Default max. height is 128cm(50.4”), and the adjustable range is 72-128cm(28.3"~50.4").

+ Adjust the Anti-Collision Sensitivity (Current Sensor)

To set a upwards current sensitivity

1.Press “M” and “T” simultaneously for 5s, the buzzer beeps once and the “S-1”" is displayed.
2.Press “UP”/“DOWN” and switch to “S-3”

3.Press “M” once, then press “UP”/“DOWN” to change the sensitivity level.

4.Press “M” to save. “S-S” will be displayed if successfully save while “S-F” shows fail.
Note: Default sensitivity is 4, and the adjustable range is 0-8. (0: off/8: maximum)

To set a downwards current sensitivity

1.Press “M” and “T” simultaneously for 5s, the buzzer beeps once and the “S-1” is displayed.
2.Press “UP”/“DOWN” and switch to “S-4”

3.Press “M” once, then press “UP”/“DOWN” to change the sensitivity level.

4.Press “M” to save. “S-S” will be displayed if successfully save while “S-F” shows fail.
Note: Default sensitivity is 4, and the adjustable range is 0-8. (0: off/8: maximum)

+ Adjust the Anti-collision Sensitivity(Gyro Sensor)

1.Press “M” and “T” simultaneously for 5s, the buzzer beeps once and the “S-1" is displayed.
2.Press “UP”/“DOWN” and switch to “S-5”

3.Press “M” once, then press “UP”/“DOWN” to change the sensitivity level.

4 Press “M” to save. “S-S” will be displayed if successfully save while “S-F” shows fail.
Note: Default sensitivity is 4, and the adjustable range is 0-8. (0: off/8: maximum)

- Displays Height Currently (with Desktop Thickness)

1.Press “M” and “T” simultaneously for 5s, the buzzer beeps once and the “S-1" is displayed.
2.Press “UP”/“DOWN” and switch to “S-6”

3.Press “M” once, then press “UP”/“DOWN” to set your desired desktop thickness.

4.Press “M” to save. “T-S” will be displayed if successfully save while “T-F” shows fail.

- Screen Lock Setting

1.Press “M” and “T” simultaneously for 5s, the buzzer beeps once and the “S-1" is displayed.
2.Press “UP”/“DOWN” and switch to “S-7”

3.Press “M” once, then press “UP”/“DOWN” to change the screen lock setting. (0: off/1: on)
4 Press “M” to save. “A-S” will be displayed if successfully save while “A-F” shows fail.

- To Save the Customized Settings at one time

(eg: save the max. and min. limit height at one time)
After adjusting the min. height limit, press “T” to get back and enter “S-2” to adjust the max. height limit. Once finish, press “M” to
save both settings.

- To Reset the Customized Settings
Press “M”, “T” and “UP” simultaneously for 5s until buzzer beeps.




